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SUMMARY

The effects of cyclic and of continuous immersion in heptane,
toluene, and SR-6, a test fuel, on the weight, dimensions, and flexural
properties of 19 samples of laminated plastics were determined. - No one
sample exhibited smaller changes than all other samples in all proper-
ties for all fuels and for both cyclic and continuous immersion.

The best weight and dimensional stability in the cyclic test was
shown by a glass-fabric unsaturated-polyester laminate. The changes in
flexural strength as well as in modulus of elasticity were losses in the
majority of cases after the cyclic and the continuous immersion tests.

The unsaturated-polyester laminates varied widely among themselves
in regard to the magnitude of the change in a given property after an
immersion test.

INTRODUCTION

Information regarding the effects of immersion in various fuels
on the properties of laminated plastics is needed to evaluate these
materials for use on aircraft and to prepare specifications for such
materials as are found suitable for this purpose.

The present report presents the results of tests made to determine
the effects of cyclic and continuous immersion in three fuels on the
weight, dimensions, and flexural properties of 19 representative lami-~
nated plastic materials. The cyclic immersion test involved alternate
2li-hour periods of fuel immersion and air-drying. The continuous immer-
sion test involved immersion in the fuels for different periods of time
between 7 and 360 days. Both types of tests were carried out at only
one temperature, 77° F.

In view of the variability in properties to which the materials
herein examined are generally subject, no attempt has been made to draw
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general inferences regarding the superiority of one or more of these
materials relative to the others. .

This investigation, conducted at the National Bureau of Standards,
was sponsored by and conducted with the financial assistance of the
National Advisory Committee for Aeronautics.

MATERIALS AND FUELS

The materials used in this investigation included commercial grades
such as grade C, L, and AA phenolic laminates and several experimental
materials of interest for aircraft application. The experimental samples
were as follows: A number of unsaturated-polyester-resin laminates
reinforced with glass and cotton fabrics, a cotton-fabric melamine-resin
laminate, a high-strength-paper phenolic-resin laminate, a rayon-fabric
phenolic-resin laminate, two experimental phenolic~resin laminates made
with high pressure and low pressure, respectively, using the same grade C
cotton fabric as filler, and a paper-base lignin laminate.

The materials are described in detail in table I. They were
obtained in the form of sheets approximately 1/8 inch thick.

The fuels used were heptane (an aliphatic hydrocarbon), toluene
(an aromatic hydrocarbon), and SR-6, a representative aircraft test fuel
(a blend of aliphatic and aromatic hydrocarbons). The heptane used was
a commercial n-heptane and the toluene was a technical toluene; both
were supplied by the Phillips Petroleum Company. The SR-6 used was a
mixture of di-isobutylene (60 percent), toluene (20 percent), xylene
(15 percent), and benzene (5 percent), and 0.2 pound of aviation gaso-
line inhibitor per 1000 gallons, supplied by the Standard 0il Co. of
New Jersey. The inhibitor consisted of 50 percent of n-butyl-p-aminophenol,
30 percent of isopropyl alcohol, and 20 percent of anhydrous methanol,
and was added in order to hinder the oxidation of the di-isobutylene, a
diolefin, with consequent gum formation.

TEST PROCEDURES

Specimens

The dimensions of the test specimens were 1 inch by 3 inches by the
thickness of the sheet. The specimens were machined on a surface grinder
with tap water as a coolant. The length and width were kept to within
+0.005 inch of the above dimensions. One surface of each sheet was arbi-
trarily designated as the reference surface. The specimens of the cloth
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laminates were cut so that the direction with the greater number of
threads per inch in the reference surface was lengthwise. As all the
paper laminates were cross-ply materials, the lengthwise direction of
these specimens was arbitrarily taken parallel to one edge. The weight
of the specimens varied from approximately 7 to 12 grams.

The specimens which were to be immersed were conditioned for L8 hours
at 77° F and 50-percent relative humidity prior to starting the tests.

Weight and Dimensions

The weight was determined to the nearest milligram. The length was
measured to the nearest 0.001 inch, and the width and thickness to the
nearest 0.0001 inch. The length was measured at two places, and the
width and thickness at three places. The changes in weight and dimen-
sions were determined with two specimens of each material. The changes
in the length and width columns presented in the tables were determined
by taking the mean of the average length changes and the average width
changes.

Flexural Properties

The flexural tests were made in accordance with Method No. 1031 of
reference 1, using the 1200-pound scale of the 2400-pound-capacity
hydraulic testing machine shown in figure 1. The flexural apparatus,
shown in figure 2, has been described in reference 2. Load-deflection
graphs were obtained in each test on a Southwark-Templin autographic
recorder, which was operated by a Southwark-Peters plastics extensometer.

The 1- by 3-inch specimens, which were immersed in the various test
fuels, were cut into two 1- by 1.5-inch specimens for the flexural tests.
Because the test specimens were too short,”a span-depth ratio of 8 to 1
was used instead of 16 to 1 as prescribed by reference 1. The reference
surface of the specimen was on the tension side during the test. The
radius of the support and pressure pieces was 1/32 inch. The relative
rate of head motion was 0.0l inch per minute.

The flexural strength and the flexural modulus of elasticity were
calculated in accordance with the equations given in Method No. 1031 of
reference 1. The flexural-strength values reported are considered to be
accurate to 1 percent and the flexural-modulus-of-elasticity wvalues to
3 percent. All the values for the flexural properties are the averages
obtained with four specimens except the initial values, which are the
averages for six specimens.
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The initial values for the flexural properties were determined on
specimens which were heated in a circulating-air oven at 1220 F for
48 hours and then 'conditioned for L8 hours at 77° F and 50-percent rela-
tive humidity prior to test. The changes in the flexural strength and
the flexural modulus of elasticity as a result of immersion in the
various fuels were calculated from these initial values.

Cyclic and Continuous Fuel-Immersion Tests

Each cycle of the cyclic fuel-immersion test consists of a 2l-hour
immersion and a 2h-hour drying period. The specimens were immersed
individually in 200 ml of test fuel in closed glass containers. Weight
and dimensional measurements and flexural tests were made after 10 cycles
ﬁg test and reconditioning at 77° F and 50-percent relative humidity for

hours.

The continuous fuel-immersion test consists of 7, 30, 90, 180, and
360 days of immersion. The specimens were immersed individually in 200 ml
of test fuel in closed glass containers. Weight and dimensional measure-
ments and flexural tests were made immediately after removing the speci-
mens from the fuel on one set of specimens and after reconditioning for
7 days at 77° F and 50-percent relative humidity on a second set.

RESULTS AND DISCUSSION

Weight and‘Dimensional Changes

The changes in weight, length and width, and thickness of the
laminates immersed in heptane, toluene, and SR-6 are shown in table II
for cyclic fuel immersion, and in tables III to V and figures 3 to 5
for continuous fuel immersion. The samples having changes greater than
+1 percent for weight, 0.1 percent for length and width, and *0.5 per-
cent for thickness in the cyclic fuel-immersion test and after 360 days
of continuous fuel immersion are shown in table VI. The data for the
low-pressure grade C phenolic laminate V were not included in the tables
and in the discussion because of its great variability but are shown
in figures 3 to 5.

Cyclic fuel-immersion test.- In the cyclic fuel-immersion test

practically all of the weight changes of the samples for all the fuels
as well as the majority of the dimensional changes for heptane and
toluene are positive. In SR-6 nearly half of the changes in length and
width, and over half of the changes in thickness are negative. The
positive changes indicate that there is some retention of liquid
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accompanied by a slight swelling. Considering the magnitude of the
changes for each sample in the three fuels regardless of sign, in the
majority of cases the greatest changes in weight and length and width
of the samples occurred in toluene, whereas in thickness the greatest
changes were fairly well-distributed between toluene and SR-6. The
greater positive changes obtained with toluene compared with those
obtained with heptane may be partly ascribed to the greater volatility
. of heptane.

None of the samples showed weight changes in heptane of over
0.5 percent, and about one-half of them exhibited changes of 0.1 percent
or less. In toluene the cotton-fabric unsaturated-polyester laminate N
showed a change of 2.83 percent. The remainder of the laminates changed
less than 1 percent, and about one-half of the samples showed changes of
less than 0.5 percent. In SR-6 the laminate N showed a change of
1.54 percent. The remainder of the samples showed changes of less than
0.35 percent, and nearly half of the samples exhibited changes of 0.05 per-
cent or less. The glass-fabric unsaturated-polyester laminate X had the
smallest average change for the three fuels, with individual values of
less than 0.1 percent.

The laminate N showed length and width changes of 0.11, 0.1}, and
0.16 percent in heptdne, toluene, and SR-6, respectively. The remainder
of the samples exhibited changes of less than 0.l percent.

The cotton-fabric unsaturated-polyester laminate N immersed in
toluene and SR-6, and the low-pressure grade C phenolic L in SR-6, showed
thickness changes of 2.3, 1.2, and 1.6 percent, respectively. The
remainder of the samples changed less than 1 percent.

The laminate X exhibited the greatest stablllty and the laminate N
the least.

Continuous fuel-immersion test.- In the continuocus fuel-immersion

test the majority of the changes in weight and dimensions were positive.
The changes, regardless of sign, were equal to or higher for the "tested
immediately" condition than for the "reconditioned 7 days" condition in
the majority of cases. In the majority of cases immersion in toluene
caused the greatest changes. The changes in weight and dimensions, in
the majority of cases, attained their maximum values at the 180-day
period. The reduction in the changes during the succeeding 180-day
period indicates that the fuels may have dissolved some of the resin.

It is noted that for a given type of laminate the weight changes
varied considerably among the samples. For example, samples J, I, and W
are all grade C laminates made with the same phenolic resin. In most
cases the changes for sample W for all three fuels are about double the
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corresponding values for sample J. Among the glass-fabric unsaturated-
polyester laminates, samples E and AA exhibited changes higher than

1 percent in each of the three fuels during the course of the 360-day
immersion tests; sample X at no time changed as much as 0.3 percent.
The cotton-fabric unsaturated-polyester laminate H showed changes
roughly one-tenth of those of sample N, a material absorbing greater
than 5 percent of liquid in each of the fuels.

Similar behavior, namely, a wide spread in the changes for samples
of a given type of laminate, is evident (table V) in the thickness
changes of the unsaturated-polyester laminates.

A comparison of the changes in the various samples after 360-days!’
immersion in the fuels follows:

(1) Weight changes at 360 days. In heptane the cotton-fabric
unsaturated-polyester laminate N and the glass-fabric unsaturated-
polyester laminate AA in the "tested immediately" condition showed
changes of 6.60 and 1.4y percent, respectively. The remainder of the
samples exhibited changes of less than 1 percent, both when tested
immediately and after 7 days' reconditioning. In toluene more than
one-half of the samples when tested immediately and more than three-
fourths of the materials in tests after reconditioning 7 days showed
changes of less than 1 percent. In SR-6 the laminates N, E, and AA in
the "tested immediately" condition and the laminate N in the condition
after 7 days' reconditioning showed changes of 9.32, 1.30, 1.65, and
L.3h percent, respectively. The remainder of the samples had changes
of less than 1 percent. The lignin paper laminate D, the grade C
phenolic laminate J, and the glass-fabric unsaturated-polyester laminate X
have the least average weight changes for all fuels and both test con-
ditions after 360 days' immersion with no individual changes greater
than 0.3 percent.

(2) Length and width changes at 360 days. The laminate N in
heptane and SR~6, and the laminates F, H, K, and N in toluene showed
changes greater than 0.1 percent. The remainder of the samples exhibited

changes of 0.l percent or less.

(3) Thickness changes after 360 days. The unsaturated-polyester
laminates F, N, and X in heptane, E, F, N, ¥, and AA in toluene, and
N and AA in SR~6 showed changes greater than 0.6 percent in either test
condition or both. The remainder of the samples had changes of 0.6 per-
cent or less.
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Changes in Flexural Properties

The changes in flexural strength and flexural modulus of elasticity
of the laminates after immersion in heptane, toluene, and SR-6 are shown
in table VII for cyclic fuel immersion and in tables VIII and IX and
figures 6 and 7 for continuous fuel immersion. The laminates exhibiting
losses greater than 10 percent for flexural strength and 5 percent for
flexural modulus of elasticity in the cyclic fuel-immersion test and
after 360 days of continuous fuel immersion are listed in table VI. The
data for the low-pressure grade C phenolic laminate V were not included
in the tables and in the discussion because of its great variability bub
are shown in figures 6 and 7.

Cyclic fuel-immersion test.- In the cyclic fuel-immersion test

approximately two-thirds of the changes in flexural strength and in
flexural modulus of elasticity are negative in each fuel. Considering
the changes for each sample in the three fuels, it is noted that the
losses are well-distributed among the three fuels. The grade AA phenolic
laminate X exhibited the greatest pnsitive changes in all three fuels in
both flexural strength and flexural modulus of elasticity, although the
initial values of these two properties for sample K are among the lowest.

Of the 18 samples tested in each fuel, only L, none of which were
cotton-fabric phenolics, had losses in flexural strength greater than
5 percent. Two samples, the glass-fabric unsaturated-polyester laminate E
and the cotton-fabric unsaturated-polyester laminate N, had losses greater
than 10 percent in each of the three fuels.

Approximately one-half of the materials exhibited losses in flexural
modulus of elasticity of less than 5 percent in each fuel. Only the
cotton-fabric unsaturated-polyester laminate H and the grade 1 phenolic
Jaminate J had losses greater than 10 percent in each of the three fuels.

The samples which showed the greatest flexural stability in the
three fuels were the cotton-fabric melamine laminate M, the cotton-fabric
phenolic laminate L, the high-strength-paper phenolic laminate S, the
cotton-fabric unsaturated-polyester laminate F, and the glass-fabric
unsaturated-polyester laminate AB. The changes in both flexural strength
and flexural modulus of elasticity did not exceed 5 percent. Samples X
and K, which showed increases but no decreases greater than the preceding
limits, were considered to have withstood the cyclic immersion test
favorably. The cotton-fabric unsaturated-polyester laminate N exhibited
the greatest changes.

Continuous fuel-immersion test.- In the prolonged fuel-immersion
test most of the changes in flexural strength and flexursl modulus of
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elasticity are negative. Eighty percent of the differences in the per—
centage values between the "tested immediately"” and "reconditioned

7 days" conditions of test for the three fuels in flexural strength and
flexural modulus of elasticity are 5 percent or less. It is considered
that differences of this order are not significant. This indicates that
in the majority of cases the deterioration occurred during the immersion
and that retained solvent in the "tested immediately" condition had
little effect on the strength and modulus of elasticity. Most of the
differences for flexural strength and flexural modulus of elasticity
were approximately the same for the three fuels in the two test condi-
tiong; where there were exceptions, the differences were usually
greatest in toluene. Most of these large differences took place in the
unsaturated-polyester laminates. '

At no time during the continuous immersion test did any cotton-
fabric phenolic laminate show losses in flexural strength exceeding
10 percent in the three fuels. This was also true of two glass-fabric
unsaturated-polyester materials, X and AB, the paper phenolic laminate S,
and the rayon phenolic laminate Z. The paper and cotton-fabric phenolic
laminates exhibited the following trend with regard to the flexural
modulus of elasticity in the course of the immersion tests: After
7 days' immersion the changes were losses, and as the test progressed
the losses decreased with some samples showing gains at the end of the
test. The changes for the cotton-fabric phenolic materials were about
-10 to -20 percent at 7 days, and at 360 days the changes were about
-5 to 5 percent.

It is noted that, just as in the cyclic immersion test, the various
samples of polyester laminates varied considerably in their flexural-
strength behavior on prolonged lmmersion.

A comparison of the changes in the flexural properties of the
various samples after 360 days' immersion in the fuels follows:

(1) Flexural-strength changes at 360 days. In heptane only the
unsaturated-polyester laminates E, N, and Y showed losses greater than
10 percent. In toluene the only samples that showed losses greater than
10 percent in either test condition were unsaturated-polyester laminates.
Samples X and AB were the only materials of this type which did not
exceed 10-percent loss. In SR-6 only the unsaturated-polyester lami-
nates E, N, and Y showed losses greater than 10 percent. 1In each of the
three fuels and for both test conditions, nearly half of the samples had
losses greater than S percent. The grade AA phenolic laminate K was the
only material that exhibited increases for both test conditions in each
of the three fuels.

(2) Flexural-modulus-of-elasticity charges at 360 days. In heptane
none of the samples exhibited losses greater than 5 percent for either
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test condition. In toluene the unsaturated-polyester laminates X and Y
showed losses of 1 percent or less in both test conditions. The remaining
unsaturated-polyester laminates showed losses of 5 percent or more. In
SR-6 the only samples that had losses greater than 5 percent in either
test condition were the unsaturated-polyester laminates E, N, and AB

and the lignin paper laminate D. The phenolic laminates K, L, and S and
the melamine laminate M were the only samples that exhibited increases

for both test conditions in all three fuels, and the phenolic laminate K
had the largest increases.

The only sample which exhibited changes not exceeding 5 percen’o:L
in'both flexural strength and modulus of elasticity after 360 days!
immersion in each fuel was sample J. Other samples exhibiting satis-
factory behavior were the asbestos~fabric phenolic laminate K, which
exhibited positive changes, and the cotton-fabric phenolic laminates L
and W, which showed no losses greater than 5 percent but whose increases
were more than 5 percent in some instances. The cotton-fabric unsaturated-
polyester resin laminate N showed the greatest losses in flexural
properties.

SUMMARY OF RESULTS

The following statements summarize the actual numerical results
obtained in this investigation of the effect of fuel immersion on lami-
nated plastics. Since there may be appreciable differences in the prop-
erties of individual sheets taken from the same batch, in different
batches made by the same manufacturer, and in similar laminates made by
different manufacturers, any general inferences drawn from these data
about a given type of laminate should be considered tentative.

1. No one sample exhibited smaller changes than all the other
samples in all properties for all fuels and for both cyclic and con-
tinuous immersion.

2. In all three fuels the weight changes of the majority of the
laminates were less than 1 percent in the cyclic test, and did not
exceed 1.5 percent after continuous immersien of 360 days. The largest
weight changes were usually obtained with the unsaturated-polyester
laminates in toluene.

3. With very few exceptions, and those mainly cotton~fabric
unsaturated-polyester samples, the length and width changes after either

1Changes in the flexural properties of less than 5 percent are not
considered significant because of the variability of the material.
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the cyclic or the 360-day immersion in the fuels did not exceed 0.1 per-
‘cent. In both types of test the changes in thickness were, in the
majority of cases, less than 1 percent. The exceptions occurred mainly
in the 360-day immersion test for several unsaturated-polyester laminates
in toluene.

ly. The best weight and dimensional stability in all three fuels in
the cyclic test was observed with the glass-fabric unsaturated-polyester
laminate X.

5. After the 360-day immersion test, the weight and dimensional
changes were, in the majority of cases, higher for the samples when
tested immediately as compared with measurements after reconditioning
for 7 days.

6. The changes in flexural strength for the cyclic test and after
the 360-day immersion test were, in the majority of cases, negative.
However, the losses were less than 10 percent for samples except some
unsaturated-polyester laminates. For the latter samples in the 360-day
test greater losses usually occurred in toluene than in the other fuels.

7. The changes in flexural modulus of elasticity were, in the
majority of cases, negative in the cyclic and the continuous immersion
tests. In the cyclic test no losses greater than 10 percent were shown
by the samples except one phenolic laminate and several unsaturated-
polyester samples. After 360 days' immersion no losses greater than
10 percent occurred except for some unsaturated-polyester laminate
samples in toluene or in SR-6 or in both.

8. The unsaturated-polyester laminate samples varied widely among
themselves in regard to the magnitude of the change in a given property
after the immersion tests.

National Bureau of Standards
Washington, D. C., February 1, 1949
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M 0 .29 . .06 0 o} .01 T .6 .2
AB 17 21 .19 .03 Mol .03 .2 0 .1

Ll€2 NI VOVN
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TABLE JII.- CHANGES IN WEIGHT OF LAMINATED FLASTICS AFTER CONTINUOUS IMERSION
IN EEPTANE, TOLUENE, AND SR-6 FUEL BLEND
Eﬁach value 1s based on average for two apecimans]

Change (percent) after Change (percent) after Change (percent) after
imrarsion in immersion in immorsion in
Leminate g:}d heptans for - toluene for - SR-6 for -
730901803607309018036073090180360
(1) |days Mays | days jdays | days|days|days | days | days | days|days [days| days|days | days
Lignin paper
D i 0.1210.24 | 0.05/0.58 | 0.10|0.28(0.29| 0.06| 0.66 | 0.02]0.11 0.16]-0.16|0.68 |-0.10
r 2221 .3 | .08 36| 11| .18| .32| -.02) .66] .00} .16| .22| -.12| .63] -.12
Phenolic; high-strength paper
Cc i 0.07{0.20| 0.12]0.52 | 0.30|0.05{0.24| 0.08| 1.18| 0.22{0.05|0.1L|-0.04| 0.63] 0.06
T A8} .30 .16 .52 .32 .15} .33 .o7f .62| .18} .22| .20| -.08 .56] .08
8 i .05f .18| .o8] .k7| .18| .o8] .20 .09 .56| .14 . Abi - 561 0
r A6) .25| o8| k6| .80| b .27| .ok| .55| .20| .1u| .19} -. .Sy .06
Phenolic; cotton fabric
J (grade L) s |o.130.26| 0.16]|0.5k | 0.18{ 0.13}0.34| 0.13| 0.82| 0.30|0.12{0.22}-0.03}0.70| 0.0k
r 6] .31 .o7| .bs| .22) .15] .30| .08| .66} .18 .16 .2a| -.07] .57| .ok
I (grads C) i .18] .83 | .86 .28 .27] .66 .1h .33 .15| .45} -.06{1.76| .08

. 1.1 .
r 261 .h2| .08 .69| .16 .22] :37| .06|1.00| .19] .28] .32] -.10] .80] O
1.6

W (grade C) i .35} 63| .36[1.12) .42 .56 .61 . 3| .hol .24] .62] .1211.26] .24
r 371 46| .o8] .80f .11l .36] .s3| .10| .92| .18} .29| .38] .05 .9k| .ok

L (grade C; low pressurs)| {1 .8yl 971 .78|1.52| .76|1.00{1.28| .86} 1.82| .91| .90| .94| .57[1.66| .70
r .28 .38 .25| .68 -.on .28 .hmo| .2 1.48| .12| .32| .26] -.09] .71 -.04

Phenolic; rayon fabric

4 1 |0.19(0.33] 0.26|0.72 | 0.43| 0.24] 0.40| 0.25] 1.02| 0.5k 0.23}0.26| 0.10}0.46| 0.53
r 1] s | -.o| kbt .15 .o9| .18] -.0k} .6k| .18 .10} .1lo0f -.10| .58| .18

Phenolic; asbestos fabric

K i Jo.62[1.35] 0.94]1.15| 0.7L]1.57|1.38] 1.64| 1.70| 1.48|1.09|0.86] 0.73]1.57} 0.9h
r a8 2k .06| .bs| 7| .24 .s2| ) 1.28| .96 .22| .27| .12] .62} .56

Melamine; cotton fabric

M - 1 }o.3h|0.55| 0.28[0.82] 0.35{0.56/ 0.66]| 0.h2| 1.0k| 0.58]|0.45]|0.51] 0.36]1.12| 0.98
.20 -.10| .36| .02 .13] .29| O 21| .14 .

Unsaturated polyester;-cotton fabric

F i |0.09(0.24 |-0.04|0.L8 |-0.23 0.66[1.32| 1.14| 1.19| L.35|0.12{0.18|-0.08| 0.71|-0.
16 .21 | -.a4| k2| .14 .20 .s5] .52| .90] 2.72] .12| .12] -.11| .55] ~-.
1

03
aoly
.28 .13 .80| .18 .26 .so| .37|1.77] 2. .18( .27} .03|1.18] .5k
.20| .26 .o} .60| .08 .30 .| .38 1.38| .7h| .16| .24} o 93| .36

.05 | b.28|5.24 | 6.60{ 7.01| 9.48|10.682 |]1L.L6 |21h.22| 4.3kL|6.55] 8.26{8.8L] 9
.20 .k9| .30| .85 .S2|1.60[3.h2| L.77| 5.66] 5 1.58] 1.L40|k.72| b.3h

Unsaturated polyester; glass fabric

L]

m
M
E

=
"
[
.
=]
wn

B i |o0.11p|0.22] 0.28[1.16 | 0.34| 0.h6]| 2.39| 3.73| 6.80| L4.98|0.25/0.4k| 0.52[2.31| 1.30
r .06)-.22| .12| .20| .21 .36|1.00| 1.62| 2.24| 1.70| .12] .20| .30] .63| .79
b i 06| .08| .07 .16] .11 .o09| .122| .o8| .24| .13| .o4f .08] .02 .20] .10
r o4} 06| .o4| .24] .11 .03} .08| .o4| .19 .11f .03] .05} O A5} .08
Y i 7| .38 18| .32 221 .32) .sh| 77| 1.hh| 1.2h4| (23] .32f .32| .Shkj .51
r .02 .03|-.04| .1k} -.00) .08 .24| .52| .85] r.06] .06} .05{ .02| .31{ .34
AL 1 [1.20]1.95| .35]|1.96| 1.hh|1.26}2.80| 3.21| L.30f 3.56} .95|1.18( 1.86[2.92] 1.65
r |-.1k|-.15] -.16]-. -.2| .08 .26| .58| 1.17| .96i-.20|-.06} -.10| .18| .72
AB i 23| .22 .26| 52| .60 .18] .28| .| .59 .78( .12f .22| .26 .50| .16
r o7 .11 .ol .20| .06 .08 .14 .ok| .34| .16} .07| .10| O 271 .09

1i, tested immediately; r, tested after reconditioning for 7 days at 77° F

and SO-psrcent relative humidity.
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TABLE IV.~ CEANGES IN LENGTH AND WIDTH OF LAMINATED FLASTICS AFTER CONTINUOUS IMMERSION
IN HEPTANE, TOLUENE, AND SR-§ FUEL BLEND
[Bach value is based on average for two gpecimans]

Change (percent) after Change (percent) after Change (percent) after
immarsion in immersion in immarsion in
Laminate When heptans for - toluene for - SB-6 for -

tasted
7 | 30| 9 [180|360]| 7 {30] 90
(1) | days|days| days|days]days|days{days| days |days|days | days| days| days|dsys| days

Y Lignin paper
—T
D i |[-0.03|0.04| 0.01|0.11/0.03}/0.01[0.03 [-0.0}0.08(|0.04: 0.01] 0.01(-0.01(0.09| 0.0L
r .03[ .05 ol .09 .02f .03| .06 -.02| .10 .02( . .02 .0 .09 -~.1
Phanolic; high-strength paper
c kS (o] 0.01{ 0.01]/0.06/0.03]0.01|0 (o} 0.05(0.02 | 0.01f 0.02| 0.01]0.05| 0.01
r .02] .01| O .08| .06} .02{ .03{ .o| .06 .o4| .o .01} -.03| .07| .03
] i 0 ~.0) -.02] .02| .05] .02] .00 .02| .06} .ou| .03] © 0 .05 .02
r 0 .0 .m| .06} .03| .02| .02| .02| .05(0 .aj o 02| .04 .02

J (grade L) i |-0.01|0.0L} 0 |0.10|0.03|0.0L{0.0k4| 0.01|0.11{0.05| 0 [-0.01|-0.01]0.07| 0.03
r S0Rf .oh| .02f 12| .ou| .02 -.00| .22 .08l 0 .al o .09{ .03
I (grade C) i -.01| .04} .02| .I2| .05 .02 .03] -.04| .22| .02| .01} .o01] -.04 .22| .01
r .03| .03} 0 .09{ .03| .o4] .o4| -.01| .13| .03| .01] .o2| .o4| .13| 0
W (grads C) i -.01 .02| .o .11| .oulo .03| .o1j .13j .o4j .2l .| -.02[ 12| .01
r .02{ .04 -.03] .11| .ou| .03| .05} .o1{ .1a| .02| .o5| .o4| -.03| .09| .00
L (grade C; low pressure)] 1 o} .03] o A .oy .01y .02 -.02] .13| .03] O -0 -.02| 12| .02
r .ol .03 -.01 .11 .o| .ok| .05| -.0%) .10| .02| . -.01| -.02f .08 ~-.0L

-
| d

-0.02/0.01 |-0.01|0.07{0.05/0.01 [0 o} 0.08(0.04| 0 0.03{-0.03|0.07] 0.02
. .03] .021 0 .08| .03| .03 o .02{ .o7| .04

K 1 |-0.01{0.01] 0.03{0.08/0.05|0.10|0.03| 0.05|0.18{0.1,| 0.0k} © 0.02/0.11| 0.07
r .02|o -.01 .08| .03] .o4| .07| .03| .16} .| .o02] .01f .o4l .120| .10

T so1| .o2| -.03| .08] .02| .02| .03| -.on| .11 .ou| .o -.0n| -.onf .o8| .ox

F i 0 |0.06|-0.010.07|0.00|{0 |0.08{ 0.07|0.125/0.27{ O 0.03l 0 |o0.13|-0.02
r .01 o8| .ai .o9{0 01| .ouf .ok| .13} .15]| 0 02| -.01 .11| .02
H 1 0 .01} .ot .16 .05 .02| .05| .o4| .29} .17| .03 .03] .02} .18f .09
r .o .oh] -.02f 11| .o .06} .o7| .02} .24 .13} .o2| .o1| .o2] .16] .07

=
"=
.
2
.
8
.
[
At
.
D
A

.25 .37| .55| .63| .85 .86 .23 .3u| .36 .58| .
' .0| .08| .o7l .15 .26| .02| .26| .M .62 .53| .100 15| .23| .uh| .42

Unsaturated polyester; glass fabric

E i 0.03{0.04| 0.02| 0.06|0.04|0.03{0.09| 0.08{0.0%{0.10}{-0.01]{ -0.02| 0.03{0.05| 0.04
r 0 .02] .01 .o4| .03] .02|-.02] -.03|~.02|-.02} 0 - .02 .06| .03
X i -.01| .03| -.0y .02| .0y .o1| .Q4{ -.00| .06 .05| -.01] -.02| O .ol .ok
r -.01| .0a| .oy .ok .o8|-.01rl0 02| .oy} .05| .02 -.02] .01| .03] .05
Y i ~.0L]-.02| O .04} .03f-.01{0 .02} .05{ .06| .01 © -.gh 02| .05
r o o 0 .02l .oef-.02(0 .02f .05 .05} .| .o1f . .03| .02
AA i -.02|-.01] -.01} . .0 .o5(-.0a| .02| .03| .0o7| .03 .01 O .03} .08
r -.03| .01 0 . .02|~-.02]-.03} O .oy .o2| .oy -.03] .03] .ouf -.02

03
ol
alo | .03 .aulo | .ouf .a|-.oaf .ouf .03 .oof -1 .05 .ce
‘2| iox| -.o1| lo8| lo3}-.030 | -ic2| .ok| 03] ‘2| lez| 0" | ‘06| -o1

&
H
R

1i, tested immediately; r, tested after recanditionming for 7 days at T7° F
and S0-percent relative humidity.
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TABLE V.- CHANGES IN THICKMESS OF LAMINATED PLASTICS AFTER CONTINUOUS IMMERSION
IN HEPTANE, TOLUENE, AND SR-6 FUEL BLEND
[Each valus is based on average far two spac:lmns]
Change (percent) after | Change (percent) after | Change (percent) after
imrsrsion in immersion in immarsion in
When heptane for - toluene for - SR~6 for -
Laminate tested
7 139 |18|360]| 7 j30] 9 }180}360| 7 | 30| 90 |180] 360
(1) |dsys|days|days|dsys|days|days |days|days |days |days| days| days|dsys|days|days
Lignin paper .
D i }-0.1] 0.1) 0 0.3t O o] 0 |-0.2] 0.3]-0.1] O 0.1]-0.1} 0.3]|-0.2
r A 21 .2 .2) .1 .1 2] 0 & - ) .2] - k] -2
Phenolic; high-strength paper
c i -0.2] 0.1 0.2{ 0.5] 0.3} 0 0.3] 0.1] o.k] 0.2] 0.2 0.1| 0 0.5] o
r =4l .2l o.2] 3] . | o.2] s .2l .3 W3] - 4] a1
s 1 -.ap .| .| Wb .2 a2 .2y 1) .2 1o | o 1| .4jo
r A .2l .y 3] .8 .2 .2 o W3] 2 2] 1l o0 31 .1
Phenolic; cotton fabric
J (grads L) 1 loz2|oaloa|o1o |[o1]o |o.3}o2]o | o2 o2]o.z2|o0z2|l01
r 0 21 0 d d Jd .2 .2 -3 2| 0 (o] ~.2 1] 0
I (grads C) 1 |-a] 2| .} 2o [-1] .2/ -.2]0 |oO af o 3 -2
r .1 1] 0 .21 0 o] 2] 0 2] 0 Jd] o -.1 2] -.2
W (grade C) 1+ |o Jo |o At -] o .2l o 1l 2| o afb-af .3lo
r o] 2 1y .1 o Al .2]l 0 PR e § [ § ] -1} .3] -3
L (grade C; low pressure)| & o] .1} 0 20 | -1 o 2] -1 ] 2o 2] -1
r o] Af 1] o =.1| 0 A .1 .2l -1l o A -1 .2] -.2
Phenolic; rayon fabric
z i |-0.1] 0 |o0.1] o.k| 0.3] 0 |o0.3] 0.2] 0.3} 0.3 0 [-0.1] 0.1 0.2| 0.1
r 0 2| a .2l .3 .2 af -] o2l o o) o.2| .2
Phenolic; asbestos fabric
K i 0 o] 0.1} 0.1] 0.1} 0.2} 0.2} 0.4| 0.3| 0.4} 0.2 0.2 0.1} o0.2]| 0.1
T [+] 0 A .21 -1 1t . A .8 W3] .2l .2) -1 .1 .2
Helamine; cotton fabric
N i 0.1} 0.1 0 0.1{-0.1| 0 0.2]1 0 0.3] 0 |-0.1] 0.1}-0.1] 0.2] 0.6
r [s] o] 0] 2] 0 A Al 0 21 -1 0 o] ] 2| -6
Unsaturated polyester; cotton fabric
F 1 [-0.2{0.1]0 0.3]-0.7} 0.6 1.3} 1.2| 0.6} Lk.8] 0.1] 0.1}-0.1]| 0.3}-0.3
r 2|0 |o | o] .2f .2 .3] . Lt 2.8 .1 .2]o 20 =y
H i ] 2] -.2] 0 -1} 0 20 a5 .2l ) W1 W31 W1
r o] Al -2 0 Al - .2l 0 hlo A .1 -2 .31 0
N i 1.0 .71 .7| .7} .8} 3.6| h.8] 8.0| 7.1| 7.9 1.5| 3.2| 3.7] k.2| 3.6
r -. 710 .71 .3] 1.5} 3.2| 5.0} 5.7| L.6] .7} 1.7] 2.Lj 3.8] 3.1
Unsaturated polyester; glass fabric
B 1 {-0.1] 0.2| 0.1{-0.1| 0 | 0.2|1.9{ b.ky| 7.9{ 7.4| 0 | 0.1] 0 [ 0.5] 0.k
r =] .27 1) . ) ~-.2] 1.2| 3.0] L.9| b.5] .2 .2} 0 2l .3
X i -.1| 0 .21 0 1.0| 0 Al .1 6] .3 -2l 10 1) -.1
r -.21 .2{ .4 .8] .1]-.2}o0 A .5 2 o -1l 0 o -1
T i Jd] 0 -1 .3]0 1.0} .2|] .6]1.2|1.¢f © 3] .1] .3 1
r .2l 0 0 A -2 .1 .8 .l .7 .8 -.3] .2]o0 .21 .2
AL i 1] o A .2] .1 r.2]a.9f 2.2f 2.7{2.7] -2 bf 6] .9 .2
r Ao |o [ -2f0 .3 .7 1.3 2.3| 1.9 -.2} .3] .3} .6] 1.8
AB 1 o] dl o =110 ] A ) .3 Y -1 W1 ] W2l 0
r o] .21 0 1 -6 .2| .2]l-.1] .2]0 -.2] .20 1] -.2

11, tested immediately; r, tested after reconditionding for 7 days at 77° F

and 50-percent relative humidity.
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TABLE VI.~ LAMINATED PLASTICS WITH CHANGES IN PROPERTIES GREATER THAN SELECTED

VALUES AFTER IMMERSION IN HEPTANE, TOLUENE, AND SR-6 FUEL BLEND

[Letters are designations for laminates tested as shown

in table I.

laminate V was not included in this summaryﬂ

Because of its variability, the phenolic

Test condition Heptane Toluene SR-6
Weight (> t+l-percent change)
Cyclic jmmersion N N
.| Continuous immersion, 360 days ’
Tested immediately N,AA E,F,H,K,N,Y,A8 E,N,AA
Reconditioned E,F,N,Y N
Length and width (> *0.l-percent change)
Cyclic immersion N N N
Continuous immersion, 360 days
Tested immediately N F,H,K,N N
Reconditioned- N F,H,K,N N
Thickness (> #0.5-percent change)
Cyclic immersion - AA N,AA iL,M
Continuous immsrsion, 360 days
Tested immediately . F,N,X E,F,N,Y,AA M,N
Reconditioned AB E,F,N,Y,54 M,N,AA
Flexural strength (> -10-percent change)
Cyclic immersion E,N E,N E,N
Continuous immersion, 360 days
Tested immediately E,N,Y E,F,N,Y,AA E,N,Y
Reconditioned E,N E,F,H,N,Y E,N,Y
Flexural modulus of elasticity (> -5-percent change)
Cyclic immersion C,D,E,H,I,J,N,2%,AL|E,H,dJ,N,W, 2,08 |H,I,J,N,W,2Z,A4
Continuous immersion, 360 days
Tested immediately E,F,H,N,AA,AB E,N,AB
Reconditioned E,F,H,N,AA D,E,N
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TAHLE VII.—- CHANGES IN FLEXURAL PROPERTIES OF LAMINATED PLASTICS
AFTER CICLIC FUEL-IMMERSION TEST
[Each oycle of test consists of a 2l-hr immersion and 2 2li-hr drying period. Flexural tests

vwere made after 10 cycles of test and reconditioning at 77° F and 50-percent relative
humidity for 48 hr)] -

Change (percent) in Change (percent) in
flexural strength | itial flexural | po0una1 modulus of

Lantoate Initiz(l mﬁ;‘:“al i?z ; moduleg igfy elaatit(:éi):y in -
psi) (psi)
@) Heptane’ Toluens| SR-6 @) Heptane | Toluene |SR-6
Lignin paper

D 23.5 £ 0.4 x 103| -7 -8 | -3{1.92 +0.05 x 108| -10 -5 | -

Phenolic; high-strength paper
c 35.1 200 x103| - 1| -s{2.57 £0.03 x 10| -8 -5 | -
8 33.7 £0.3 -2 -2 —# 2.47 £0.01 -l -5 | .~

Phenolic; cotton fabric
J (grade L) 17.h £ 0.2 x103| 3 3 41.12 0.0 x 108 -13 | -1 | -12
I (grade C) 22.9 £ 0.3 -2 -2 -1[1.2h :0.02 -8 -3 ]
W (grade C) 20.7 £0.2 8 3 | -11.20 z0.04 o -1 | -7
L (grade C; low pressure)| 20.7 +0.1 S 2 2]1.02 £0.03 =L 2 1

Fhenolic; rayon fabric

z u6.h 0.5 x 103] -2 -3 | -u2.22 £ 0.0k x 108] -9 9 | -1
Phenolic; asbestos fabric

K 9.0 £ 0.1 x 1063| 19 . 9 11} 0.99 + 0.06 x 106 [1 10 10

Melamine; cotton fabric

H 25 £0.6 x 103| -2 -3 0]1.62 +0.02 x 106| -3 2 1
Unsaturated polyester; cotton fabric

F 16.1 0.4 x 103| -l -3 | Ao x0.02 x 108 -2 4 2|.

H 13.1 £0.1 -4 -3 -6 .67 £0.02 -1 -12 | -12

N 12.1 0.2 -12 -19 | 20 .45 to.00 -8 -22 | -16

Unsaturated polyester; glass fabric

3.1 20.1x103 13 | -6 | -if1.81 o.oh x208| -9 | -17 1

E
X .2 £ 0.3 2 S 5/1.68 + 0.01 L 6 9
Y 34.5 % 0.2 -6 -5 -bl1.Lh + 0.02 2 1 0
AR 20.3 £ 0.9 n 0 1%1.82 + 0.05 -6 -10 -8
AB 56.5 * 0.9 -3 3 1] 2.86 & 0.02 0 -3 1
1gach valus is average for six specimens. Accompanying plus or minus
value is standard error.

2Rach value is based on average for four specimens.
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TABLE VIII.~ CHANGES IN FLEXURAL STRENQTH OF LAMINATED PLASTICS AFTER CONTINUOUS IifMERSION

IN HEPTANE, TOLUENE, AND SR~6 FUEL BLEND

m R R R E R E R R R
ge| [ [Re w7 [~7 79 9% 2] [e%] [83] [0] |25 AT %% g 7Y WA T 9
=9 | 2R Ohf T 'Y 59 ol
wmmm gf| [F7] [¥7 °%| [¥o weoew oen| [ew] [wal [0 |74 TP KL [9§ 7Y R 7T W
Ba [gp| [F7] [7° °7| ["° % o] [w°) (®A] [§R] [ 7 §%] [y 77 AT 07 o
w ~51 |7 R B IR R I R ) B NS I B A B I S T B - - LR
m gF| [°Y] [FF R [F7 A 7 77| R [R€] [T O[] TR O¥R| [$8 7Y §§ 3] 79
v lge | 0] [78 v [°0 w7 o7 (v [®F] [FF] O[T 5T 3| (93 3T 9% §% %
~dy 8% O X _ sl R8T T
wmwn 2§ | |°7| [T o] [FTRv R o7 v [AA| [SH| (R 7T AR [R; YT 37 37 N}
mm sF| [TF] [77 Y| [To Y AT | [wR| [RA| [FF] [AY CY RY| (W T RT AT
w 5| 7] 77 RN I S I B I m S m EEREE R
m g5( (77| &[T m SN L ; S IER I R i 33 97 2% 9% 99
Tay [2Rg| T m il b - W a8 M TF|8[7Y 57 7|2 §§ T % - 1%
o -
Mme 8E i m T 7| §[7F Y7 ¢ 74 5 IREI R $[F7 7% a5 m g4 9% 4 ™ %9
1% (=5 m_44 2R 99| §[7° 0 7 an (g A s[A° | T[0T % QF |R| Ay v 3w > 7
w ~k| |77 M =k Ixoarrrara i w A | gl % w T T 3y m Ny US4 e 9
M@ ok wh AH HH O HH AR R - L] otk wh Ak 1rm1r HH Ak A"l dHH
3
g E K E 3 3 E E
ﬂ) x x - “_ - o X x x x o x - o
m@mmmm A0 U ST T 3 0 - I - S - T
mn( H H H H H H H +H + + H H B +H H H b +
w Y <4 % 5 % =3 2 = B S L I T T B
& L 5 8§ & 8 ) = § § 2 8 R 3 & 8 ¥
E
g L
m 3 5 5 &
3
i1l
=] o L] » Lo} x ] L] L3 5] u = m M ™ 2] M 2

21, tested immediately; r, tested after reconditioning for 7 days at 77° F and

1gach value is average for six specimens. Accompanying plus or minus value is
S0-perosnt relstive hwrdity.

standard error.

3Each value is based on average for four specimans.
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TAEIE IX.- CHANGES IN FLEYURAL KODULUS OF ELASTICITY OF LAMINATED FLASTICS AFTER COSTINUOUS IMMERSIOH
IN HEPTAME, TOLUEHE, AND SB-6 FUEL ELEND
Change (percent) after | Change (pervent) after | Change (percent) after
Initia) flexural imrorsion in immorsion in imrersion in
modulus of When heptane for - toluens for - 8R-6 for -
Laminate oh(mc)itr tested ) 3 (6))
pat
7 |30 90|80 |360] 7 130 90 [180 360 7 |30 [ 90 [180 [360
(1} (2) |[dsys|days|days|days|days|days|days|days |days [days |days |days|days |days Hays
Lignin paper
) 1.92 £0.05 x 108 1 -8} -10[ -11} of -1] -w0| 11| o | ufi-13| -3 1| o]
r -11f -9] -2} -6] 3| -12| -4| -2| 6] 3{-10| 9| -5] -2]|-10
Phenolic; high-strength paper
¢ 2.57 £0.03 x 108 1 8| -11| <10| -] 3| -s{ wa| -5 4 8| -8] 2| 2| o
r -9| <10 4| -1 2f -9 -8{ o -2| -1{-1w0} 7| -S| o -3
] 2.47 0.01 i 8] -3} o 6| 6| -6 2| -a] ol 9| -5 6] -1 9| 6
T -8 <10 -4 1 8f -6 -8 gl -1 Ul -7 of -1 3| 5
Phenolic; cotton fabrie
J (grade 1) 142 z 0.0k x 18 1 | -20| | -9 -5} -2| -18| | -4| 1} of 8|6 -3| | 3
r -15| 18| -6 st 1| -13| -] 2| -6 2{-18|-10} -2 5| -1
I (grade C) 1.2h +0.02 1 |22 7] 28 2] o] -3 -9 -6] 4| -1} -10] 21| -2| 5| 2
r -1} -8 1l -6 o| -10] -6 o] o 2| 16| 1 o| -0 3
W (grade C) 1.20 3 0.04 i -15} -8 -2} -1 -2| 47| -19| -3| 25| o] -{ 7] -5| -2| 4
r -15f -1 -9| -9 -2| a8] 2| -3] 6| -s5|-16] 8| -9 4| 6
L (grade C; low pressure)|1.02 + 0.03 i -5 4| 8| -5 L] -3 4| 3| 8] 6] u| - 1 51 &
i r -7l -5 1 7| o -0 -3| 4| 21| 7| -7 g s| 6| &
Phenolic; rayon fabric
z 2.22 x0.0h x 108 1 [ -w| 3| -] -8 4| 3] 3| -7] 8| —2f 13| 0| 2| 4| 4
r | -7} -15| <22| -8| -3} A5} -9| -9| -3 -5| 15| -7| 11| -5} -5
Phenolic; asbastos fabric
4 0.9 £0.06 x 18] 1 71 8] -u| 18] 22| -10| 22| 9| 23| 19| | 7| 15| 8| =
r 9l -2} 12{ 19] 18| 9| 20| 26 11| 18] -6] 9| 13| 22| 20
Melamine; cotton fabric
M 1.62 20.02 x 10 1 7| | 31| -3 .3 | -uf 3} 3| sj 4| 1 1] o] 2
r -3 5| -2 3| 3 -6 -5] -] of U -5{ 1 ©°f 3| 3
Tnsaturated polyester; cotton fabric
F 0.7 £0.02x 108 1 5| 3| 16| 19| 19 -9| -20] -7} 8}-m:1| -7 1| 16| 3| s
T 6] -5 1| 16| 26| -s| -u| 2| 13]-20| -26] 7| 4| 7| 16
H 0.67 x 0.02 i -10] -12] -5/ 10| -5} -12| 1] -10] -9|-11| -11] -11] -20] k4| -3
r |22} -1nf -7 5| o] -10f -10| -10| ;12| ~7[ 22 12| -7} -3{ 2
N 0.45 * 0.1 1| | 22| -6 2| -a| -8} 6| -39| ~Lu7| -48| -30] -30] -35| 25| -26
r -17| <16 -8 -1| -1| -29| -29| -37| -34| -32| -16]| -23| ~1k| -20 | -23
Unsaturated polyestsr; glass fabric
E 1.8 £0.04 x 109 1 -hf -S| -18| -22| 3| -12{ -32| -ho| -l1| -37| -10[ -10( -10| 16| -11
. r -91 -5] -u| -18] -3| -8| -25| -32| 41| -33| -2| of -27| -2|-1
X 1.68 £ 0.01 i LI bl of L g sl 7] 4 3] 10 ﬁ 8 51 8} -4
r 8 9 1 31 2 s s o 3 8 7t -3 i 8
e 1.1k + 0.02 i 5| 2| 2 o st -2 3] 1 -af 2| -3] | 1| -1| &
r -3] -1 -4 1] 6} L} 2] o] -6| -1} of -2| -u] of 10
AA 1.82 + 0.05 i -14| 20| 3 -5| -5| -23] -26| -6 -13| -] -1k| -9| -10| <20} -k
r -8 -9 9 -3| 6| -28} -9| -6| -14| -11f -12| -8] -9| -3| 1
AB 2.86 1 0.2 i -1 -711 -9t -9| -i| -9| -8} a8} -u{ -6| -7| -3} -1| -2|
r |- -2 -7t -3| 5| -1 5] -9} 6] 5| B8] 4} -3 5| -3

Igach value is average for six specimens. Accompanying plus or minus

value i3 standard error.

21, tested immediately; r, tested after reconditioning for 7 days at
779 F and 50-parcent relative humidity.

3Each value is based on average for four specimens.
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Figure 1.-

Hydraulic universel testing machine with electrical-mechanical sxtensometer and
autographic recorder.
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Figure 2.- Adjustable-span flexural Jig and extensometsr.
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Figure 3.- Changes in weight of laminates in continuous fuel-immersion tests.

For description of laminates, see table 1.
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Figure 3.- Concluded.
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Changes in length and width of laminates in continuous fuel-

immersion tests. For description of laminates, see table I.
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Figure 5.- Changes in thickness of laminates in continuous fusl-immersion tes;cs. For description

of laminates, see table L

LLEZ NI VOVN

62



30

Change in thickness, percent
om&mombaomhaomhmomamombm

NACA TN 2377

Y AA E F N 1"
Heptane Heptane e
L Jto
S—g— . clee—e R o -4 8
= 4 6
Toluene 14
B o © x : s 2
%9 % P IV ol woen %o = 8| o
hd Q
- - 14
- - 12
SR-6 Toluene
R . Ji0
oo  yfgn o ® o o o ol 8
-]
- -4 6
z AB . | 1
Heptane x «°
. o x -1 2
x Qo o
w—a % eley. o x R— Ry x R 5}
X
o -14
] Toluene SR-6 Ji12
. -10
- NP - SRS - | (P77 S-S - Ry 48
L 4 s
o 4q
SR-6 o° ¥ g
o
B .ﬂ&: oX , -1
x
o S | | R I 1 | P 1 L\ 1 L 1 1 ] 1 1 °
100 200 300 O 100 200 300 O 100 200 300 O 100 200 300

0 100 200 300 O

Perlod of immersion, days

O Tested immediately after removal from fuel
X Tested after reconditioning for 7 days

(b) Laminates Y, Z, AA, AB, E, F, and N.

Figure 5.~

Concluded. .



NACA TN 2377

31
20
C E H J L x
——— %
o] 23 5 = 5| on . s ¢ % 2 Ry x
-20 |- o : x
x.
a0 L Heptane
20 ;
o5z 5 5% e R —2——>
~— 2 e X g 3 2
G -20f x
%) ° Toluene
B -40 |- x x
Q
a o °
_ 2of x
£ o 3 o 9
£ . 5 : 2ot — o
gi :o L - | x5 LRS- 1 .
o ~20 5 X 2
= SR-6
» -40 |-
© 20 K x
5 D F | o 0 © M
§ o) 29 Q 3 R ¥g & X -y {g’ L [ Py Qe Q R -
= -20
= Heptane
= 40 |
gi - 5] o
g 20 w2 °
5 °lms ¢ o L L 2 g F %
~20 | x
° Toluene
-40 | h
20 F
o % 8
(o] ga 5 e ° v:‘: e b - A ry or 8 ® %
4
-20 | .
SR-6
-40 |
t 1 1 I i 1 1 ! 1 _ ) L 1 ! |l ! 1 ]
O 100 200 300 O 100 200 300 O 100 200 300 O 100 200 300 O _I00 200 300

Period of immersion, days

O Tested immediately after removal from fuel

X Tested after reconditioning for 7 days

‘-\ (a) Laminates C,D, E, F, H, I, ], K, L, and M.

Figure 6.- Changes in flexural strength of laminates in continuous fuel-
immersion tests. For description of laminates, see table I.
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Figure 7.- Changes in flexural modulus of elasticity of laminates in continuous
fuel-immersion tests. For description of laminates, see table I.
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Figure 7.- Concluded.
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